
A

B

E

C
D

NOMINAL DIMENSIONS & WEIGHTS

A

12.07
306.58
15.00
381.00
15.81
401.57
18.25
463.55
18.41
467.61

B

4.58
116.33

5.26
133.60

6.22
158.00

6.61
167.90

7.05
179.10

C

2.19
54.50
2.75
69.72
3.39
85.99
3.45
87.50
3.22
81.66

D

4.29
108.97

5.38
136.65

7.46
189.36

7.04
178.69

7.18
182.25

E

7.00
177.80

7.50
190.50

9.00
228.60
10.00
254.00
11.00
279.40

lbs

24.00

32.84

51.26

58.59

74.00

kg

10.89

14.90

23.25

26.58

33.57

MODEL

AG-250

AG-300

AG-400

AG-500

AG-600

in

2.50"

3.00"

4.00"

5.00"

6.00"

mm

65

80

100

125

150

in
mm
in

mm
in

mm
in

mm
in

mm

SIZE WEIGHT

80  (5.0)

135  (8.5)

270  (17.0)

405  (25.5 )

540  (34.0)

120  (7.6)

170  (10.7 )

340  (21.4 )

510  (32.1)

680  (42.8 )

1

1

2

3

4

Maximum gpm ( lps )
Control Range psi (kPA)

2-32 
(14-221)

5-60
(34-414)

Max. No.
Cartrides
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AG-1201-11

ORDERING DESIGNATION

2.50" – 6.00" AG AUTOMATIC BALANCING VALVE 
(AW With Groove x Flange Adaptors) 

 AG  - 250 - L  - XX 

MODEL ACCESSORIES
Model AG Shown

BODY SIZE CONTROL RANGE
2.50 ˝ Shown L = 2-32 psid   H = 5-60 psid  

Please reference NuTech Ordering Guide (Form# NT-OG) for a complete list of designations.


